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July 27,2021

Dear Truck Supplier,

The Village of Waunakee is seeking quotes for a 2022 Tandem Axle Dump/Snowplow Truck.
Enclosed are the specifications.

Quotes should be submitted to the Village of Waunakee, 500 West Main Street, Waunakee, WI
53597 in a sealed envelope marked “2022 Dump/Snowplow Truck Quote” no later than
10:00am on Wednesday, August 4, 2021. A private Quote opening will be done on that day.
Venders may call for results after 2:30 pm on that day.

Please note that the Village of Waunakee reserves the right to reject any or all quotes, and
to accept any quote which it deems to be most advantageous.

Even though we will order this truck now so it can get into production the actual transaction will
take place after January 1, 2022, even if the trucks arrival is before January 1st.

If you have any questions concerning the quote, please contact me Bill Frederick at
608-849-5765

BN

Bill Frederick
Director of Public Works

500 W. MAIN STREET » WAUNAKEE, WI 53597



Technical Specifications

2022 Tandem Chassis
Dump Body Truck
12ft Front & 10ft wing Mounted Snow Plow

Does
not
Comply Comply

1.Truck Service

e 2022 or newer 6x4

e Front plow/end dump body

e Dirt, sand, Rock Commodity

e front axle (s) Load capacity 20,000 Ibs.

e rear drive axle (s) Load capacity 40,000 Ibs.

e gross vehicle weight capacity 60,000 Ibs.

. Wheelbase

N

171" Wheelbase, 103.9” C.A. Axle to Frame: 96”

3. Engine

e Diesel fuel

e Min. performance of a, 370HP, min 1250 Ib/Ft.@
1400RPM, Cummins Engine

4. Engine Equipment

e Bug screen mounted behind grill
e Stainless steel oil pan
e Engine mounted oil check and fill

e Air cleaner under hood, Dual element with air cleaner
restriction gauge, air cleaner mounted

e Inside/outside air intake with in cab control for snowplows



e Alternator min 12v 160 amp

e (3) Three maintenance free 12 volt batteries with a 1950
CCA total

e Batteries to be located under the passage seat

e Positive and negative post for jump start located on frame
next to the starter

e Air conditioning with integral heater and defroster

e Heater hoses silicone, hose clamps constant tension,
refrigerant Hydro fluorocarbon HFL-134A

e Automatic cold starting equipment with engine ECM
control

e Air compressor Cummins 18.7 CFM capacity

e Switch back horizontal after treatment device frame
mounted right side under cab, includes single vertical
tailpipe, frame mounted right side of cab, bright finish with
aluminum heat shields

e Automatic over the road regeneration and dash mounted
regeneration request switch

e Exhaust pipe min 10°6” in length Bright in finish with
aluminum heat shields not mounted to the Cab slash cut.

e Min. 6 gal. Diesel exhaust fluid tank with cap mounted on
the rail

e Standard Diesel exhaust fluid pump mounting

e Engine mounted fuel filter/ fuel water separator with water
in fuel indicator on dash

e Full flow oil filter

e Min. 1200 square inch aluminum radiator 3 core LTR to
meet engine max power

e No Cutout in Radiator
e Deaeration system with clear fill/surge tank

e Anti-freeze to -34 degrees F



e Constant tension hose clamps for coolant hoses
e Engine fan nylon with on/off/auto switch in cab dash

e 12 volt gear reduction starter with thermal over-crank
protection

e Fan drive. direct drive type, two speed with residual
torque device for disengaged fan speed

e Fan cooling ring with fan shroud effects, engine mounted

5) Transmission

e Automatic min of 70mph
e Omit clutch & control

e Allison 3000_RDS_P 5t generation controls wide ratio, 6
speed, includes oil level sensor , with PTO provision, less
retarder

e Shift control parameters, Allison S-L performance
programing in primary and Allison fixed programming in
secondary

6) Transmission equipment

e Qil cooler, auto transmission, water to oil for Allison
transmission

Synthetic transmission oil

Allison spare input/output for rugged duty series

Transmission TCM located in cab

Transmission cooler pipes, stainless steel



7) Set Back Front axle/ equipment

e 20,000 Ibs. capacity front axle

e Front brakes, air cam 16.5"x6” includes 24sq inch long
stroke brake chambers

e Non-asbestos front brake lining

e Cast iron front brake drums

e Front hub oil seal

e Brake lines colored and size coded nylon
e Front brake dust shields

e Automatic front slack adjusters

e Standard spindle nuts for all axles

e Power steering with pump

e Power steering reservoir/ power steering gear (2)
(Sheppard M-100/M-80) dual power

e Oil/air power steering cooler

8) Front suspension

e Parabolic, taper leaf; 20,000lb capacity with shock
absorbers

e Spring pins rubber bushings, maintenance free

9) Rear axle equipment

e 40,000 Ib capacity tandem rear axle

e Driver controlled locking differential in forward rear and
rear rear axle (electric over air operated, cab control with
indicator light)

e Rear axle drain plug (2) magnetic, lube should be
Synthetic oil for tandem rear axle

e Rear brakes air cams... cam 16.5"x7” includes 30/30 sq.
Inches long stroke



Brake chamber and spring actuated parking brake

Brake lines colored and size coded nylon

Rear brake dust shields

Automatic slack adjuster on all rear brakes

10) Rear suspension

e Hendrickson HAS-402-55 - 55” axle spacing 40,000Ib
capacity 9.5" ride height, with shock absorbers mounted in
standard location

e Manual dump valve for air suspension mounted in the
cab near the driver

e Air suspension gauge mounted on dash cluster

11) Brake system

e Air dryer (Meritor Wabco System Saver 1200) with heater
mounted on inside left rail back of cab

e Air brake ABS full vehicle wheel control system without
automatic traction control

e Drain valves petcocks for all air tanks ( twist type)

e Air pressure gauge air 1 and air 2 located on instrument
cluster

e Parking brake control yellow knob, located on dash

e Brake system control valve system, (1) valve dual brake
system

e Quick release valve Bendix on rear axle for spring brake
1 for 4x2 and 2 for 6x4

e Spring brake modulator valve R-7 for 4x2 Sr-7 with relay
valve for 6x4

e Air reservoirs , steel, painted black mounted on inside
frame rail under cab



12) Trailer connections

e Primary connector/receptacle wired for separate
stop/turn, center pin powered through ignition SAE J560 7
RV Style primary trailer cable receptacle mounted end of
frame

e Electric Trailer Brake Control Mounted in Cab

e Tail light wiring modified- includes wiring for standard
left/right tail lights, separate

e 8 of extra cable wiring for left and right body mounted tail
lights

13) Wheel base /Frame

e Tandem single, heat treated alloy steel
10.866"x3.622"x0.433" (120,000 PSI yield)

e Wheel base TBD at time of order based on body
specifications

e 24" frame extension in front of the grill (for plow)

e 3 piece cross member suspension

14) Chassis equipment

e Steel, Swept Black; Painted Canyon Black

e Min.70 gallon fuel tank non polished aluminum mounted
on left side under cab

e Bright finish stainless steel fuel tank straps

e Bolt on fender extensions

e Left hand grab handle mounted on cab behind door
e Grille stationary, chrome

e Insulation, under hood for sound abatement

e Insulation, splash panel for sound abatement

e Tilting, fiberglass, hood



e Hood Hatch for Servicing

e Two single tone air horns mounted on roof of cab,
chrome with pull lanyard in cab on drivers side

e Single electric horn in the steering column
e Back up alarm electric min. 102 DBA

e Auxiliary harness 3.0’ for auxiliary front head lights and
turn signals for front plow applications

e Headlights. long life halogen for two light system with day
time running lights

e Clearance /marker lights (5) amber LED lights, flush
mounted on cab

e Turn signals front includes reflectors and auxiliary side
turn signals, solid state flashers flush mounted

e Head lights automatically turn on if windshield wipers are
turned on

e Windshield wipers, single motor, electric cowl mounted

e Min. 2 gal windshield washer reservoir frame mounted

e Snow shields two (2) chrome for dual air horns

e Mirrors two (2) 7.09"x15.75” & integral convex both sides

e Mirrors 102" inside spacing, breakaway type heated
heads thermostatically controlled, power both sides,
clearance lights LED on back side of mirrors, black finish
heads & brackets (Lang Mekra style or equivalent to)
mounted on cab doors

e Convex mirror, hood mounted two (2) black in finish
brackets, Heated, left and right sides 7.44” sq. ( Lang Mekra
style or equivalent to) with Snowplow Lights

e Heated Windshield single piece
e Cab rear suspension air bag type
e Windshield wiper blades snow type

e LED stop, tail, and back up lights



15) Electric system

e Heavy duty flasher/ LED compatible
e Multiplexing Wiring
e 12 volt standard equipment

e Data link connector for vehicle programming and
diagnostics in cab

e Circuit breakers, manual-reset (main panel) SAE type 3
with trip indicators, replaces all fuses except for 5 amp fuses

e 5amp electrical fuses SAE blade type
e OBD compliance for 2013 OBD (on board diagnostics)
e Chassis wiring color coded and continuously numbered

e Body builder wiring back of standard cab at left frame or
under extended or crew cab at left frame, includes sealed
connectors for tail/ amber turn and marker/back up/
accessory power.. grounded and sealed connector for stop
and turn

16) Cab

e Conventional

e Tilting and telescoping steering column

e 18" Smart wheel

e Push on and push off hazard switch located near driver
e Head light dimmer switch integral with turn signal lever

e Parking lights integral with front turn signal and rear tail
light

e Starter switch electric, key operated with the same key for
the cab doors

e Turn signal switch self cancelling for trucks with lane
change feature

e Windshield wiper switch two (2) speed with wash and
intermittent feature (5 preset delays), integral with turn signal
switch



e Accessories Outlet
e Pre-Trip Inspection Light Sequencing Package

e Radio am/fm includes multiple speaker and auxiliary input
with Blue tooth

e 2 - Way Radio Package with 20 amp Fuse

e Two (2) molded plastic arm rest, one each door
e Cab coat hook located on back wall

e two (2) cup holders located near driver area

e Dome light, door activated and push on-off at light lens or
by switch mounted on dash

e All glass windows tinted
e Four (4) steps, two (2) per door bright finish

e Gauge cluster English with English electronic
speedometer

e Gauge cluster to include- engine oil pressure (electronic),
water temperature ( electronic), fuel (electronic), tachometer
(electronic), voltmeter

e Odometer display, miles, trip miles, engine hours, trip
hours, fault code readout

e Warning system- low fuel, low oil pressure, high engine
coolant temperature, and low battery voltage (visual and
audible)

e Allison transmission oil temperature gauge mounted on
dash cluster

e Driver seats air suspension, high back with integral head
rest, cloth, isolated one (1) chamber lumbar, two (2) position
front cushion adjust -3 to +14 degree back angle adjust

e Passenger Seat, Standard Suspension, High Back, Cloth
Fabric

e Seat belt three (3) point lap and shoulder belt type (driver
and passenger)

e Arm rest right for driver



e power windows and door locks left and right doors
includes express down feature

e HVAC fresh air filter
e Instrument panel- flat center section

e “A’ pillars covered molded plastic or equivalent

e Cab interior trim panels- molded plastic or equivalent to,
full height all exposed interior sheet metal is covered

e Cab sound Insulation includes dash insulator and engine
cover insulator, premium floor mat, and sound dampening
patches

e Lower dash closes out panel molded plastic, under
instrument panel driver side

e Overhead counsel molded plastic with dual storage
pockets with retainer nuts, speakers and reading lights

e Two (2) courtesy lights mounted in front by map pockets
left and right-side doors

e Door trim panels with cloth insert on both driver and
passenger doors

e Floor coverings rubber and black in color

e Temperature gauge/ compass ambient includes wiring
and sensor with display unit mounted in dash cluster

e Soft padded cloth for headliner

e Instrument panel trim molded plastic with black center
section

e Storage pocket door two (2) molded plastic (carpet
texture) drivers and passengers’ door

e Two (2) sun visors padded vinyl movable front to side
e Heater, defroster and air conditioner

e Cruise control



17) Tires/wheels

e Two (2) Front wheels - disc 22.5” polished aluminum, 10
stud (285.75 MM BC) Hub piloted, flanged nut metric mount
9.00 DC rims with steel hubs

e Eight (8) Rear wheel disc, 22.5” polished aluminum, two
(2) hand hole, 10-stud (285.75 MM BC) Hub piloted, flanged
nut, metric mount, 8.25 DC rims

e Front tires- two (2) 315/80R22.5 Load range L 20 ply
HSU WT Continental

e Rear tires- eight (8) 11R 22.5 H Load range 16 ply
Michelin XDN2

e Rear tire air pressure access to outside tire, driver and
passenger sides

18) Paint, Equipment, Parts Manuals and Warranty

e Cab Red

e One (1) extra copy of wiring schematic, operators
Repair/Parts Manual and scheduled maintenance manual

e Protection Warranty Plan One



The Vender will include in their quotation the following Snowplow Package, specified with
Burke Truck & Equipment, Sun Prairie, WI.

J-Craft 13’ with 44” sides 12-yd. 304 Stainless Steel Elliptical Dump Body with Air Gate & High
lift Gate

= Stainless Steel fold down ladder mounted on driver side
= Shovel Holder

=  18x18x24 aluminum tool box

= Rear Hitch

= Plastic Dump Box Side Boards

= Rear camera with monitor location TBD

Burke Road Tamer 12’ Reversible Plow with twin trip moldboard and edge
Burke Snow Patrol 10’ Wing with trip edge

J-Craft 304 Stainless Steel Tailgate Spreader w/6” auger and Tail lights
Electronic spreader controls with ground speed

Manual hydraulic controls for snowplow, and dump body

Burke sealed electric system

Roll Rite Electric Tarp System

Box Vibrator

Hydraulic Push/Pull Arm for Wing

Cab and Chassis undercoated, and rust proofed after installation

Pre-wet tanks mounted external on both sides of body, gravity fed 95 gallons



QUOTATIONS MUST BE DELIVERED TO THE WAUNAKEE VILLAGE HALL NO LATER THAN
10:00 AM ON August 4, 2021 A PRIVATE QUOTE OPENING WILL BE DONE ON August 4, 2021
VENDERS MAY CALL FOR RESULTS AFTER 2:30 PM ON THE QUOTE OPENING DAY.

THE VILLAGE RESERVES THE RIGHT TO ACCEPT OR REJECT ANY OR ALL QUOTES.

Company Name

Prepared By

Total Quotation Price $

Approximate Chassis Delivery Date

EVEN THOUGH WE WILL ORDER THIS TRUCK NOW SO IT CAN GET INTO PRODUCTION
THE ACTUAL TRANSACTION WILL TAKE PLACE AFTER JANUARY 1,2022 EVEN IF THE
TRUCK ARRIVALS BEFORE JANUARY 15T,



